
 
 
LLV is parked within the lines of the MAS as shown above. The 
front door frame aligns with the hash mark placed 60” from the 
number box of the MAS. Another person assists with the actual 
mirror adjustment process, using a ½” wrench to avoid damage 
to some of the mirror casings. The sequential adjustment 
process for the seven mirrors is summarized on the following 
page. 
 
(Place these two pages back-to-back and laminate them together 
for a one-sheet, all-weather guide) 
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Sequential mirror adjustment process for an LLV 
 
  
Mirror No. 1 (right side convex mirror) should be adjusted so that the 
driver can see the white number “2” located at the right rear corner of 
the MAS.  The driver should also be able to see the right rounded corner 
of the rear bumper. 
 
Mirror No. 2 (large flat mirror on the right side) should be adjusted so 
that the driver can see objects 300-500 feet to the rear and a small 
portion of the right side of the LLV. 
 
Mirror No. 3 (Front pot-lid mirror) should be adjusted so the driver can 
see the front bumper and the number “1” at the right front corner of the 
MAS.  The front line of the MAS should also be visible. 
 
Mirror No. 4 (left side pot-lid mirror) should be adjusted so that the 
driver can see the entire left side of the LLV…from the front-marker light 
to the rear bumper and beyond.  
 
Mirror No. 5 (left side convex mirror) should be adjusted so that the 
driver can see a small portion of the left side of the LLV and the number 
“3” at the left rear corner of the MAS.  There should be several inches of 
vertical space between Mirrors No. 5 and No. 6 to avoid a blind spot. 
 
Mirror No. 6 (large flat mirror on the left side) should also be adjusted 
so that the driver can see objects 300-500 feet to the rear and a small 
portion of the left side of the LLV.  Also visible in this mirror is the high 
pot-lid mirror (No. 7) on the left rear corner of the LLV. 
 
Mirror No. 7 (back pot-lid mirror) used in conjunction with No. 6 should 
be adjusted so that the driver can see numbers “2” and “3”, the rear 
line of the MAS and the rear bumper of the LLV. 
 
 
An initial mirror adjustment process should be completed whenever a 
driver uses an assigned LLV for the first time.  Subsequent checks on 
proper adjustment can be made periodically, or at any time that a 
mirror may have been moved out of its proper alignment.  A simple 
check of mirror alignment does not require assistance, but the actual 
adjustment process will require assistance in most cases.  Drivers must 
ensure that their vehicles are properly parked in either event. 


